
P/N 22-06-15 - Single slot VPX 6U Development frame
3W  4mOhm 1%  Kelvon resistors for Vs1,Vs2 and Vs3 
current monitoring   
Power connections 
 ATX with additional 4x 12V header.
 64A power lugs for Vs1 / Vs2 ,  Vs3 and GND        

On/Off switch controlling ATX power supply
Weight:  500 g   
Dimensions: 240mm x 260 mm x 150 mm 
(W x L xH)

SPECIFICATIONS
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RJ45 connectors
64 A  POWER LUGS

DB 25 connectors with ribbon cable

0.1" Header connectors with ribbon cable

VPX  6U Single Slot Monitoring Backplane
  

est. 1990

Keep the Power ON! with 

FRONT

BACK

Standard VPX or Viper, Multigig RT 2-R 
or Hypertronics connectors

ATX POWER connectors
on the back side

VPX 6U Monitoring backplane is a device designed to aid in testing and debugging as well as monitoring  VPX 
6U cards in thermal chamber. It has ATX power supply interface with additional 2x4 12V terminals. On/Off switch 
controls ATX power supply. Power ON LED indicates +12 V present.                                 
Secondary row of VPX connector holes allows to bring to the outside any of the VPX signals. Backplane allows 
to connect VPX signals to a number of optional connectors. Each optional connector has pins connected to open 
holes. User needs to solder wires from the secondary VPX connectors to desired optional connector holes.                                                                                                                             

Available options include 3 2x4 RJ45 connectors for maximum of 192 signals to be monitored from the outside 
using Ethernet cables, 3 DB25 connectors on the back for a maximum of 75 signals to be monitored from the 
outside or 2 2x100 0.1" headers for maximum of 400 signals to be monitored using Ribbon cables. Custom 
versions with a selected VPX pins connected to specific connectors are available if user needs a large number of 
signals brought outside via Ethernet cables or Ribbon cables.                                          
1% Kelvin resistors allow for precise Vs1, Vs2 and Vs3 current monitoring. Breadboard area allows for custom 
circuitry to be installed For heavy current applications 64A lugs are installed on GND, Vs1/Vs2 and Vs3 rails 48 V 
version is also available.                                                                                                       
Frame accepts 4HP and 5HP VPX cards.                                                                                           
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